
MODEL

Belt Width

High Temperature

Max Current

Machine Size

Weight

TTemp. Sensor

Temp. Controller

Speed Meter

LCD Display

Emergency S/W

Heater Zones

Max Speed

FFeed/Take Up

Tension Control

6763T-X3

67”

240 C (460 F)

50A (3 phase 240 V)

W 93” X D 80” X H 50”

1320 LBS

NON CONNON CONTACT INFRARED THERMOMETER

DIGITAL TYPE

DIGITAL ADJUSTABLE

YES

BACKWARD ROTATION

3 ZONES 

9 FT/MINUTE (TRANSFER RATE AVG. 3 FT/MIN)

3/3 INDEPENDEN3/3 INDEPENDENT CONTROL

Manual Tension Control
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All specifications and information concerning products are subject to change 
without notice. DigiFab is not liable for errors in this publication 

EASY TO USE
LOW COST TO OPERATE
HIGHLY RELIABLE
LOW MAINTENANCE
IDEAL FOR USE WITH 
PRE-CUT FABRIC

FEATURES
AUTOMATIC  COOL DOWN

 ROLL-TO-ROLL & SHEET FEED 
OPPERATION

DIGITAL TEMPERATURE & SPEED 
CONTROL

MAIN OFFICE
5015 Pacific Blvd.

Los Angeles, CA 90058
Phone: (323) 581-4500
Fax: (323) 582-4500

DigiHeat 6763T-X3
Rotary table top heat press

DigiHeat

1-877-DIGIFAB WWW.DIGIFAB.COM
(344-4322)


